GROUND 
WATER 


INDEX OF VOLUME 21, 1983 


NUMBER 1, JANUARY—FEBRUARY 1983 

land-Use Control: An Important Piece of the Ground-Water Protec- 
tion Puzzle, by NWWA Aquifer Protection Committee, pp. 2-3. 

A Numerical Model Study of Ground-Water Contamination from 
Price’s Landfill, New Jersey — |. Data Base and Flow Simulation, 
and I1. Sensitivity Analysis and Contaminant Plume Simulation, 
by W. G. Gray & J. L. Hoffman, pp. 7-21. 

Field Determination of Aquifer Thermal Energy Storage Parameters, 
by A. D. Parr, F. J. Molz & J. G. Melville, pp. 22-35. 

A New Method for Simultaneous Measurement of CI’, Br’, NO3, SCN" 
and I” at Sub-ppm Levels in Ground Water, by K. J. Stetzenbach & 
G. M. Thompson, pp. 36-41. 

Application of Resistivity Surveys to Regional Hydrogeologic Recon- 
naissance, by M. Stewart, M. Layton & T. Lizanec, pp. 42-48. 

The Rainfall/Water-Table Level Relationship of an Unconfined 
Aquifer, by M. N. Viswanathan, pp. 49-56. 

A Quantitative Model to Predict a Safe Yield for Well Fields in Kufra 
and Sarir Basins, Libya, by Moid U. Ahmad, pp. 58-66. 

A Computer Program for a Trilinear Diagram Plot and Analysis of 
Water Mixing Systems, by M. D. Morris, J. A. Berk, J. W. Krulik & 
Y. Eckstein, pp. 67-78. 


NUMBER 2, MARCH-APRIL 1983 

Increased Irrigation Efficiency Will Ultimately Silence the Water- 
Short Blues of the Wasteful West, by Jay H. Lehr, pp. 130-133. 

Enumeration and Characterization of Bacteria Indigenous to a 
Shallow Water-Table Aquifer, by j. T. Wilson, J. F. McNabb, 
D. L. Balkwill & W. C. Ghiorse, pp. 134-142. 

The Practical Application of Surface Electrical Resistivity to Detec- 
tion of Ground-Water Poilution, by Daniel W. Urish, pp. 144-152. 

Harmonizing Ghyben-Herzberg Interface with Rigorous Solutions, by 
Abdel-Aziz I. Kashef, pp. 153-159. 

Salt-Water Intrusion in the Nile Delta, by Abdel-Aziz I. Kashef, pp. 
160-167. 

Determining Hydraulic Conductivity Distributions in a Mountainous 
Area Using Mathematical Modeling, by G. R. Jamieson & 
R. A. Freeze, pp. 168-177. 

Heat Storage in Aquifers Analyzed by the Finite Element Method, by 
Nils-Erik Wiberg, pp. 178-187. 

Hydrogeology of Pipeline Canyon, Near Gallup, New Mexico, by 
R. R. Raymondi & R. C. Conrad, pp. 188-198. 

The Noordbergum Effect and Characterization of Aquitards at the 
Rio Maior Mining Project, by J. Delgado Rodriguez, pp. 200-207. 


NUMBER 3, MAY—JUNE 1983 

The israeli Experience, by Jay H. Lehr, pp. 266-269. 

Experiments to Assess the Hydraulic Efficiency of Well Screens, by 
L. Clark & P. A. Turner, pp. 270-281. 

Aquifer Tests and Well Field Performance, Scioto River Valley, Ohio: 
Part I, by Stanley E. Norris, pp. 287-292. 

Ground-Water Model for a Thick Fresh-Water Lens, by C.C.K. Liu, 

L. S. Lau & J. F. Mink, pp. 293-300. 

Ground-Water Systems Simulation by Time-Series Techniques, by 
J.F.T. Houston, pp. 301-310. 

Pore-Water Pressure in the Roof of an Underground Coal Mine in 
Ilinois, by K. Cartwright, C. S. Hunt, R. D. Brower & W. J. 
Nelson, pp. 311-316. 

Seepage from Oilfield Brine Disposal Ponds in Utah, by F. G. Baker & 
C. M. Brendecke, pp. 317-324. 

Hydrogeology of the Littlefield Springs, Arizona, by D. A. Trudeau, 
J. W. Hess & R. L. Jacobson, pp. 325-333. 

Geophysical Logging in Carbonate Aquifers, by L. M. MacCary, 
pp. 334-342. 

Aqueous Geochemistry and the Exchangeable Cation Composition of 
Glauconite in the Aquia Aquifer, Maryland, by F. H. Chapelle & 
L. L. Knobel, pp. 343-352. 


136 


NUMBER 4, JULY—AUGUST 1983 

Protectionism and Water, by Ronald S. Boster, pp. 402-404. 

Survival of Pathogenic and Indicator Organisms in Ground Water, by 
G. Bitton, S. R. Farrah, R. H. Ruskin, J. Butner & Y. J. Chou, 
pp. 405-410. 

Uses of Numerical Modeling in the Design and Licensing of Dewater- 
ing and Depressurizing Systems, by E. S. Bair & T. P. O’Donnell, 
pp. 411-420. 

Field Determination of Cation Exchange Properties for Calcareous 
Sand, by E. J. Reardon, J. T. Dance & J. L. Lolcama, pp. 421-428. 

Major lon Characterization of Coastal Saline Ground Waters, by 
K.W.F. Howard & J. W. Lloyd, pp. 429-437. 

Aquifer Tests and Well Field Performance, Scioto River Valley, Ohio: 
Part Il, by Stanley E. Norris, pp. 438-444. 

Flow Pattern of a Karst Aquifer in the Molai Area, Greece, by I. C. 
Ghikas, G. P. Kruseman, I. L. Leontiadis & D. H. Wozab, pp. 
445-455. 

Ground Water for Oil-Shale Development, Piceance Basin, Colorado, 
by William M. Alley, pp. 456-464. 

Steady Interface Upconing Beneath a Coastal Infiltration Gallery, by 
A. Das Gupta, pp. 465-474. 


NUMBER 5, SEPTEMBER-—OCTOBER 1983 

An Overview of New Jersey's Ground-Water Quality Program, by 
H. F. Kasabach & W. F. Althoff, pp. 538-544. 

An Emergency Hydrogeologic Evaluation of a Chemical Dump Site, 
by G. J. Reuter, W. R. Saunders, R. F. Dalton & W. F. Althoff, 
pp. 545-551. 

Ground-Water Flow Modei Determinations of Areal Hydrogeology 
and Geology, by Didier F. E. Pennequin, pp. 552-557. 

The Study of a Pseudomonad Infestation in a Well at Shilo, Manitoba, 
by D. R. Cullimore, pp. 558-563. 

Pumping Effects of Welis in Fractured Granitic Terrain, by A. P. 
Kohut, J. C. Foweraker, D. A. Johanson, E. H. Tradewell & W. S. 
Hodge, pp. 564-572. 

Analysis of Flow to a Large-Diameter Well by a Discrete Kernel 
Approach, by S. C. Patel & G. C. Mishra, pp. 573-576. 

Regional Trends in Transmissivity and Hydraulic Conductivity, Lower 
Cretaceous Sands, North-Central Texas, by Gwendolyn L. 
Macpherson, pp. 577-583. 

Rapid Solution of the Nonlinear Step-Drawdown Equation, by C. T. 
Miller & W. J. Weber, Jr., pp. 584-588. 

Gravity Exploration of a Buried Valley in the Appalachian Plateau, by 
M. P. Wilson, D. N. Peterson & T. F. Ostrye, pp. 589-596. 

Updated Radioisotope Studies in Zimbabwean Ground Waters, by 
Peter Wurzel, pp. 597-605. 

Effects of Aquifer Interconnection Resulting from Underground Coal 
Gasification, by R. Stone, E. Raber & A. M. Winslow, pp. 606-618. 


NUMBER 6, NOVEMBER—DECEMBER 1983 

Ground-Water Modeling — The Emperor Has No Clothes, by Mary P. 
Anderson, pp. 666-669. 

Drawdowns in Large-Diameter Wells Due to Decreasing Abstraction 
Rates, by K. R. Rushton & V. S. Singh, pp. 670-677. 

Evaluation of Surface impoundment Assessment in New Mexico, by 
M. Person, R. Antle & D. B. Stephens, pp. 679-688. 

Evaluating System for Ground-Water Contamination Hazards Due to 
Gas-Well Drilling on the Glaciated Appalachian Plateau, by Samuel 
S. Harrison, pp. 689-700. 

Velocity Plots and Capture Zones of Pumping Centers for Ground- 
Water Investigations, by J. F. Keely & C. F. Tsang, pp. 701-714. 

An Examination of Scale-Dependent Dispersion Coefficients, by F. J. 
Molz, O. Guven & J. G. Melville, pp. 715-725. 

Heat Convection in Warm Springs Valley, Virginia, by A. P. Severini & 
D. Huntley, pp. 726-732. 

Ground-Water Modeling in a Southwestern Alluvial Basin, by D. B. 
Hawkins & D. B. Stephens, pp. 733-739. 

Experimental Study of Some Hydrogeophysical Properties of Uncon- 
solidated Porous Media, by G. Biella, A. Lozej & I. Tabacco, pp. 
741-751. 


i 
; | 
} 
§ 


